DEPTH OF COVER VARIES

4"/0 PVC WITH
RECESSED SQUARE
NUT IN BRASS LID.
EXTENDED MINIMUM
12" BELOW GRADE

MATCH
EXISTNG
GROUND

GOVER TO BE LETTERED
WITH THE WORD WATER

3" BRONZE VALVE MARKER
ANCHORED IN CONCRETE PAD
STAMMPED AS REQUIRED

(ALL VALVES)
'_'Z:‘-'-;J-_";i:/—CONCRETE COLLAR
s T #4 BAR ALL AROUND
LN 24"x24"x4” THICK,
THICKNESS SHALL BE
6" MINIMUM FOR VALVES
IN ROADWAYS OR TRAFFIC
AREAS.

=
<

MIN.

CAST IRON
ADJUSTABLE
VALVE BOX

SET SCREW

14 GA COPPER ARMOURED
J POLYGUARD WRE

36" MIN.

\
WHEN VALVE BOX IS |t}
TO BE INSTALLED IN |} }
ROADWAY OR OTHER lkl'\l

\
’~.
1
|

TRAFFIC AREAS, SET
VALVE BCX ON FOUR

(4) SOLID COMMON
BRICKS

EXTENSION STEM WITH
27 SQ. WRENCH NUT
AND UPPER GUIDE
REQUIRED FOR MORE
THAN 4" DEPTH. BOX
SHALL NOT REST

ON PIPE.

DETECTOR WIRE
FORCE MAIN

MECHANICAL JOINTS TO
CONFORM TO AWWA Clll

CONCRETE SUPPORT

PLUG VALVE & BOX

NOT TO SCALE
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